
 

End Cap Adapter Types

Cartrige Inlet Outlet
Code Description Fitting Seal Qty. Fitting Seal Qty.
A Code 3 Flat None Open O-ring 222 2
B Code 7 Fin None Open O-ring 226 2
C Code 8 Fin None Open O-ring 222 2
F N SOE Recess None Flat open O-ring 213 1
G G DOE length 10" Flat open Flat gasket 1 Flat open Flat gasket 1
H G SOE Flat None Flat open O-ring BS118

(fit into filter 
housing)

2

J 216 (218), fin Fin None Open O-ring 216
O-ring 218

1
1

K Code 2 Flat None Open O-ring 226 2
L 223, fin (no lugs) Fin None Open O-ring 223 2
M DOE length 3/4 Flat open Flat gasket 1 Flat open Flat gasket 1
P Code 18 (retro fit) Flat None Open O-ring 222 2
S Code 28, fin (3 lugs) Fin None Open O-ring 222 2
T 223, flat (no lugs) Flat None Open O-ring 223 2
U 224, fin Fin None Open O-ring 224 2
V 226, fin Fin None Open O-ring 226 2
W F 20+ Code 7

(stainless steel code)
Fin None Open O-ring BS226 2

X F 20+ Code 2
(stainless steel core)

Flat None Open O-ring BS226 2

Y BS832, flat Flat None Open O-ring BS832 2
Z F 20+ Code Y

(stainless steel core)
Flat None Open O-ring BS832 2


